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SECTION 16511 SECTION 16511 SECTION 16511 SECTION 16511 ---- INTERIOR LIGHTING INTERIOR LIGHTING INTERIOR LIGHTING INTERIOR LIGHTING    

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes interior lighting fixtures, lighting fixtures mounted on 
exterior building surfaces, lamps, ballasts, emergency lighting units, and 
accessories. 

1.3 SUBMITTALS 

A. Product Data:  For each type of lighting fixture indicated, arranged in order of 
fixture designation.  Include data on features, accessories, and the following: 

1. Dimensions of fixtures. 
2. Certified results of laboratory tests for fixtures and lamps for 

photometric performance. 
3. Emergency lighting unit battery and charger. 
4. Fluorescent and high-intensity-discharge ballasts. 
5. Types of lamps. 

B. Maintenance Data:  For lighting fixtures to include in maintenance manuals 
specified in Division 1. 

1.4 QUALITY ASSURANCE 
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A. Fixtures, Emergency Lighting Units, and Accessories:  Listed and labeled as 
defined in NFPA 70, Article 100, by a testing agency acceptable to authorities 
having jurisdiction. 

B. Comply with NFPA 70. 

C. FM Compliance:  Fixtures for hazardous locations shall be listed and labeled 
for indicated class and division of hazard by FM. 

D. NFPA 101 Compliance:  Comply with visibility and luminance requirements for 
exit signs. 

1.5 COORDINATION 

A. Fixtures, Mounting Hardware, and Trim:  Coordinate layout and installation of 
lighting fixtures with ceiling system and other construction. 

1.6 WARRANTY 

A. General Warranty:  Special warranty specified in this Article shall not deprive 
Owner of other rights Owner may have under other provisions of the Contract 
Documents and shall be in addition to, and run concurrent with, other 
warranties made by Contractor under requirements of the Contract 
Documents. 

B. Special Warranties for Fluorescent Ballasts:  Written warranty, executed by 
manufacturer agreeing to replace fluorescent ballasts that fail in materials or 
workmanship within specified warranty period. 

1. Special Warranty Period for Electronic Ballasts:  Five years from date of 
manufacture, but not less than four years from date of Substantial 
Completion. 

2. Special Warranty Period for Electromagnetic Ballasts:  Manufacturers' 
standard warranty, but not less than two years from date of manufacture. 
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PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Products:  Subject to compliance with requirements, products that 
may be incorporated into the Work include, but are not limited to, the products 
indicated on the Drawings. 

2.2 FIXTURES AND FIXTURE COMPONENTS, GENERAL 

A. Metal Parts:  Free from burrs, sharp corners, and edges. 

B. Sheet Metal Components:  Steel, unless otherwise indicated.  Form and support 
to prevent warping and sagging. 

C. Doors, Frames, and Other Internal Access:  Smooth operating, free from light 
leakage under operating conditions, and arranged to permit relamping without 
use of tools.  Arrange doors, frames, lenses, diffusers, and other pieces to 
prevent accidental falling during relamping and when secured in operating 
position. 

D. Reflecting Surfaces:  Minimum reflectance as follows, unless otherwise 
indicated: 

1. White Surfaces:  85 percent. 
2. Specular Surfaces:  83 percent. 
3. Diffusing Specular Surfaces:  75 percent. 
4. Laminated Silver Metallized Film:  90 percent. 

E. Lenses, Diffusers, Covers, and Globes:  100 percent virgin acrylic plastic or 
annealed crystal glass, unless otherwise indicated. 

1. Plastic:  High resistance to yellowing and other changes due to aging, 
exposure to heat, and ultraviolet radiation. 
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2. Lens Thickness:  0.125 inch (3 mm) minimum, unless greater thickness is 
indicated. 

2.3 FLUORESCENT LAMP BALLASTS 

A. General Requirements:  Unless otherwise indicated, features include the 
following: 

1. Designed for type and quantity of lamps indicated at full light output. 
2. Total Harmonic Distortion Rating:  Less than 10 percent. 
3. Sound Rating:  A. 

B. Electronic Ballasts for Linear Lamps:  Unless otherwise indicated, features 
include the following, besides those in "General Requirements" Paragraph 
above: 

1. Certified Ballast Manufacturer Certification:  Indicated by label. 
2. Encapsulation:  Without voids in potting compound. 
3. Parallel Lamp Circuits:  Multiple lamp ballasts connected to maintain full 

light output on surviving lamps if one or more lamps fail. 

C. Electromagnetic Ballasts for Linear Lamps:  Unless otherwise indicated, 
features include the following, besides those in "General Requirements" 
Paragraph above: 

1. Type:  Energy saving. 
2. Certified Ballast Manufacturer Certification:  Indicated by label. 
3. Encapsulation:  Without voids in potting compound. 

D. Ballasts for Compact Lamps Fixtures:  Unless otherwise indicated, additional 
features include the following: 

1. Type:  Electronic or electromagnetic, fully encapsulated in potting 
compound. 

2. Power Factor:  90 percent, minimum. 
3. Operating Frequency:  20 kHz or higher. 
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4. Flicker:  Less than 5 percent. 
5. Lamp Current Crest Factor:  Less than 1.7. 
6. Transient Protection:  Comply with IEEE C62.41 for Category A1 locations. 

E. Ballasts for Dimmer-Controlled Fixtures:  Comply with general and fixture-
related requirements above for electronic ballasts. 

1. Compatibility:  Certified by manufacturer for use with specific dimming 
system indicated for use with each dimming ballast. 

F. Ballasts for Low-Temperature Environments:  As follows: 

1. Temperatures 0 Deg F (Minus 17 Deg C) and Above:  Electronic or 
electromagnetic type rated for 0 deg F (minus 17 deg C) starting 
temperature. 

2. Temperatures Minus 20 Deg F (Minus 29 Deg C) and Above:  
Electromagnetic type designed for use with high-output lamps. 

2.4 HIGH-INTENSITY-DISCHARGE LAMP BALLASTS 

A. General:  Comply with ANSI C82.4.  Unless otherwise indicated, features 
include the following: 

1. Type:  Constant wattage autotransformer or regulating high-power-
factor type, unless otherwise indicated. 

2. Operating Voltage:  Match system voltage. 
3. Minimum Starting Temperature:  Minus 22 deg F (Minus 30 deg C) for 

single lamp ballasts. 
4. Normal Ambient Operating Temperature:  104 deg F (40 deg C). 
5. Open-circuit operation that will not reduce average life. 
6. Auxiliary, Instant-on, Quartz System:  Automatically switches quartz lamp 

on when fixture is initially energized and when momentary power 
outages occur.  Automatically turns quartz lamp off when high-intensity-
discharge lamp reaches approximately 60 percent light output. 
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B. Encapsulation:  Manufacturer's standard epoxy-encapsulated model designed 
to minimize audible fixture noise. 

C. High-Pressure Sodium Ballasts:  Equip with a solid-state igniter/starter having 
an average life in pulsing mode of 10,000 hours at an igniter/starter case 
temperature of 90 deg C. 

2.5 EXIT SIGNS 

A. General Requirements:  Comply with UL 924 and the following: 

1. Sign Colors and Lettering Size:  Comply with authorities having 
jurisdiction. 

B. Internally Lighted Signs:  As follows: 

1. Lamps for AC Operation:  Light-emitting diodes, 70,000 hours minimum 
rated lamp life. 

2.6 LAMPS 

A. Fluorescent Color Temperature and Minimum Color-Rendering Index:  3500 K 
and 85 CRI, unless otherwise indicated. 

2.7 FIXTURE SUPPORT COMPONENTS 

A. Single-Stem Hangers:  1/2-inch (12-mm) steel tubing with swivel ball fitting 
and ceiling canopy.  Finish same as fixture. 

B. Twin-Stem Hangers:  Two, 1/2-inch (12-mm) steel tubes with single canopy 
arranged to mount a single fixture.  Finish same as fixture. 

C. Rod Hangers:  3/16-inch- (5-mm-) minimum diameter, cadmium-plated, 
threaded steel rod. 
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D. Hook Hangers:  Integrated assembly matched to fixture and line voltage and 
equipped with threaded attachment, cord, and locking-type plug. 

E. Aircraft Cable Support:  Use cable, anchorages, and intermediate supports 
recommended by fixture manufacturer. 

2.8 FINISHES 

A. Fixtures:  Manufacturer's standard, unless otherwise indicated. 

1. Paint Finish:  Applied over corrosion-resistant treatment or primer, free 
of defects. 

2. Metallic Finish:  Corrosion resistant. 

2.9 SPARE LAMPS 

A. Provide a spare lamp for each T5 type lamp installed on Project and a spare 
lamp for each H10 lamp installed on Project. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Fixtures:  Set level, plumb, and square with ceiling and walls, and secure 
according to manufacturer's written instructions and approved submittal 
materials.  Install lamps in each fixture. 

B. Support for Fixtures in or on Grid-Type Suspended Ceilings:  Use grid for 
support. 

1. Install a minimum of four ceiling support system rods or wires for each 
fixture.  Locate not more than 6 inches (150 mm) from fixture corners. 

2. Support Clips:  Fasten to fixtures and to ceiling grid members at or near 
each fixture corner. 
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3. Fixtures of Sizes Less Than Ceiling Grid:  Arrange as indicated on 
reflected ceiling plans or center in acoustical panel, and support fixtures 
independently with at least two 3/4-inch (20-mm) metal channels 
spanning and secured to ceiling tees. 

C. Suspended Fixture Support:  As follows: 

1. Pendants and Rods:  Where longer than 48 inches (1200 mm), brace to 
limit swinging. 

2. Stem-Mounted, Single-Unit Fixtures:  Suspend with twin-stem hangers. 

3.2 CONNECTIONS 

A. Ground equipment. 

1. Tighten electrical connectors and terminals according to manufacturer's 
published torque-tightening values.  If manufacturer's torque values are 
not indicated, use those specified in UL 486A and UL 486B. 

3.3 FIELD QUALITY CONTROL 

A. Inspect each installed fixture for damage.  Replace damaged fixtures and 
components. 

B. Malfunctioning Fixtures and Components:  Replace or repair, then retest.  
Repeat procedure until units operate properly. 

3.4 CLEANING AND ADJUSTING 

A. Clean fixtures internally and externally after installation.  Use methods and 
materials recommended by manufacturer. 

END OF SECTION 16511 


